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Constant Current Discharge Characteristics Unit: A (25’0, 77IF)
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Constant Power Discharge Characteristics Unit: W (25°C, 77°F)
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Constant Current Discharge Characteristics Unit: A (25°C, 77°F)
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Expected Life vs. Operatlng Temperature Battery Voltage and Charge Time for Standy Use HR1218W
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HR-series batteries are specially designed for high rate
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With new VRLA technology, they are small, lightweight an i @ _ g 5
offer a service life of up to 5 years in standby use. / 5 S e ;:, o Lo s =
Because of the innovative design, HR-series batteries " o o £ E Bl © 2 880 64.5
feature 20% greater power density in the standard foot s k z - 3 ooz g K 870 642
As with all our ISO/UL certified batteries, HR series batterl 8 B oo 5o 88 B33
are rechargeable, highly efficient, maintenance free, E s = ~—_ - "58 e g e o 8'; %
leakproof and viable in any orientation. (%] * ) 5 1 7 ¢ 779
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Constant Current Discharge Characteristics Unit: A (26°C, 77°F)
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100/130 a7 a0 243410 51020 | 510510 2 b s - i i i / Constant Current Discharge Characteristics Unit: A (26°C, 77°F)
5 Battery Profile Terminal Type F V/Timp M AMIN 10MIN ISMIN ~ 20MIN  30MIN 4 60 MIN 90 MIN

1.60V 485 30 286 il 20. ir 123 10.3 748 38 3.08
167V 315 4 1 127 102 740 534 306
1.70V : a5 26.6 238 19.8 i 126 10.1 7.38 32 305
175V 3 282 2 123 988 725 52 y 302
1.80v 358 B8 : i i .7 949 704 512 4.08 297
185V 223 3 108 885 667 487 0 285
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FVTimp oy IOMIN ~ ISMIN ~ 20MIN  30MIN  45MIN  60MIN 90 MIN
1,60V 490 346 303 271 192 148 115 85.0 49,8 365
167V 454 32 2 2 189 147 114 846 , 496 363
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1.70V 436 324 286 . 187 146 113 84.2 6. 495 362
175V 401 143 12 491 360
1.80V 368 284 19 172 ‘ 108 ! 482 | 355
185V 32, 2 2 3 5 . 102 775 464 343




